








TECHNICAL DATA

Product

article number

Equipment data
dimensions H x W x D in mm
weight in kg (including packaging)
electrical connection

. voltage

° frequency

*  output

° lamps

Format of originals

maximum W x D in mm

Scanning

resolution in dpi

scanning time in sec
* A4 portrait
. A3 landscape
. A2 landscape

color depth (internally / externally)

interface/protocol

software

Accessories
additional keyboard
newspaper smoother
foot switch

copy card reader

mando furniture

* = also available as Bookeye® Copier

Bookeye® GS400 N2* Bookeye® GS400 R2 Bookeye® Color N2

BE2-SYSGS-N2

grayscale

880 x 685 x 673
25 (38)

110-230V
50-60 Hz
max. 250 VA

UV- and IR-free cold-
light lamps
approx. 3,000 LUX

630 x 420
(> A2)

200, 300, 400, 600

2

22

3

1,024 [ 256

grayscales

1,000 MBIt network/
TCP/IP

BCS-2°

Article number
BE-KB-001
BE-MZ-01
BE-FS-01

on request

MADR-BI-RAL-9006

BE2-SYSGS-R2

grayscale

880 x 1,239 x 673
31(47)

110-230V
50-60 Hz
max. 400 VA

UV- and IR-free
cold-light lamps
approx. 3,800 LUX

630 x 420
(>A2)

200, 300, 400, 600

2

22

3

1,024 [ 256
grayscales

1,000 MBit network/
TCP/IP

BCS-2°

BE2-SYSCL-N2

880 x 685 x 673
25 (38)

110-230 V
50-60 Hz
max. 250 VA

UV- and IR-free
cold-light lamps
approx. 3,000 LUX

630 x 420

(> A2)

200, 300, 400, 600
(GS-Scan: 400 dpi)

2

22

3

30bit / 24bit

1,000 MBit network/
TCP/IP

BCS-2°

Bookeye® Color R2
BE2-SYSCL-R2

880 x 1,239 x 673

31 (47)

110-230 V
50-60 Hz
max. 400 VA

UV- and IR-free
cold-light lamps
approx. 3,800 LUX

630 x 420
(> A2)

200, 300, 400, 600
[GS-Scan: 400 dpi)

2

22

3

30bit / 24bit

1,000 MBit network/
TCP/IP

BCS-2°

COVERGOLD

39 TENTER ROAD, MOULTON PARK,
NORTHAMPTON, NN3 6AX.

Telephone: (01604) 490300.

= Facsimile: (01604) 490330.
Internet: www.covergold.co.uk
E-mail: sales@covergold.co.uk






